
Company Profile

Established: February 1956

Factory Area: 74,950M2 (Mainland China factory  / Suzhou)

85,000M2 (Mainland China factory / Dongguan)

Capial: US$108,000,000

Milestones: 1956 Set-up Aluminum Capacitor Division at SAMPO Electronic

1965 Joint venture with Elna Japan

1966 Joint venture with Hitachi Japan

1971 Joint venture with Shinyei Japan

1975 First development and mass production at Low ESR product in Taiwan

1978 Foundation of Teapo Electronic Corporation at current Tu-cheng factory.

1987 Certified by IECQ

1988 Tu-cheng factory certified by ISO 9002

1993 Established Teapo Thailand Factory

1998 Company stock listed in OTC market Established Teapo Dongguan Factory

2000 Tu-cheng factory certified by QS9000

2001 2001 Dongguan factory certified by ISO9001

2003 Established Teapo Suzhou Factory and certified by ISO9001

2004 Suzhou Factory certified by ISO-14000

2005 Merge G-LUXON Electronic Corporation
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   Conductive Polymer Aluminum Solid Capacitors :Dip

    CP
105ºC, 8mm heigh
 &Ultra low ESR
2.5-6.3WV，3000hrs
 10-25WV, 2000hrs

    CG

   105ºC , 2000hrs
      2.5-25WV
   Ultra  low ESR

    CF
   105ºC , 2000hrs
      6.3-32WV
   Large
Capacitance

cx
          105ºC , 2000hrs
              2.5-28WV
   Ultra low ESR & High ripple
    with bright Aluminum case

CY
105ºC , 2000hrs
   6.3-16WV
Ultra  low ESR
   with sleeve

    CR
   105ºC , 2000hrs
     2.5-6.3WV
   Ultra low ESR
    & High ripple

    CS
105ºC , 5000hrs

25-50WV
High Voltage

Long Life

    CH
   105ºC , 5000hrs
      2.5-16WV
   Ultra  low ESR
      Long Life

CZ
   105ºC , 2000hrs
      6.3-16WV
    Ultra  low ESR
        Small size

    CT
   125ºC , 1000hrs
   6.3~25WV
   High Temperature

    CA
   125ºC , 2000hrs
 High Temperature
       Long Life

   Conductive Polymer Aluminum Solid Capacitors :SMD

    VP

   105ºC , 2000hrs
      2.5-16WV
        Standard

    VB

   105ºC , 2000hrs
   2.5~16WV
      Low Profile

    VD

   105ºC , 2000hrs
         35WV
     High Voltage

    VC

   105ºC , 2000hrs
         High CV

    VQ

   125ºC , 1000hrs
  High temperature

    VS

   105ºC , 5000hrs
   4~16WV
      Long Life

    VR

   125ºC , 2000hrs
      2.5-35WV
  High temperature

futurefuturefuture

future

future

new

new

new

new new new

new

new

new



 

                                        ALUMINUM  ELECTROLYTIC  CAPACITORS

            ▂  ▃  ▄  ▅  ▆  ▇  Systematic Diagram of Teapo Capacitor ▇  ▆  ▅  ▄  ▃  ▂
 

    XV
 105ºC , 3000~5000hrs
Ultra Low  Impedance
            Long Life

    FV
              85ºC
3000~5000hrs
      Long Life
 

    DV

   105ºC , 2000hrs
      Long Life
 

   SV
   105ºC , 1000hrs
      Low Profile

ZV
   105ºC , 1000hrs
      Low
Impedance

    GV

   85ºC , 2000hrs
      Low Profile
 

    CV
   85ºC , 2000hrs
      Low leakage
          current

    RV

   85ºC , 1000hrs
     Non-Polar
 

    EV
   105ºC , 2000hrs
     Ultra Low
          Impedance

    NV

   105ºC , 2000hrs
     Non-Polar
 

    HV
   125ºC , 2000hrs
  Ultra Low  Impedance
      High temperature

    JV
   105ºC , 2000hrs
    Low profile ,
Ultra low
impedance

    Chip Types :

  Miniature Radial Lead
Types ：

    SE
  105ºC , 1000hrs
 General purpose

    SK
   85ºC , 2000hrs
 General purpose

    SH
  105ºC , 2000hrs
 General purpose

    SP

  105ºC , 10000hrs
    Long  life

    ( General Purpose ) :

    SG
   105ºC ,
   3000~5000hrs
     Long Life

    SQ
  105ºC , 2000hrs
      High Ripple

    ( Low Profile ) :

    D7
   85ºC , 1000hrs
    7 / 9mm  heihgt

   D5
   85ºC , 1000hrs
    5mm  height

   S5
   105ºC , 1000hrs
    5mm  height

    H5
   105ºC , 2000hrs
    5mm  height

    S7
   105ºC , 1000hrs
    7 / 9mm  heihgt

    H7

   105ºC , 2000hrs
    7 / 9mm  height

new

YV
   105ºC ,
   1000~2000hrs
    Low Impedance

new
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Miniature Radial Lead Types  :

( Low Leakage Current ) :

    SB
   105ºC , 1000hrs
     Low Leakage
           Current

( Low Impedance ) :

SC
105ºC ,
  1000~ 3000hrs
   Low ESR

SZ
105ºC , 1000~2000hrs
  Ultra Low ESR
    & High Ripple

SY
105ºC , 2000~6000hrs
       Low Impedance
           & Long Life

    SJ
105ºC , 1000~5000hrs
       Low Impedance
          & Long Life

Large Can Types ：

    LH

   85ºC , 2000hrs
   General purpose

    LF

   85ºC , 3000hrs
         Long Life

    LG

   105ºC , 2000hrs
 General purpose

    LJ

   105ºC , 3000hrs
         Long Life

    SN
   105ºC , 1000hrs
        Non-Polar

    BX
   105ºC , 1000hrs
          Bi-Polar

    RN

   85ºC , 1000hrs
        Non-Polar

    SR

   85ºC , 1000hrs
           Bi-Polar

    RB
   85ºC , 1000hrs
      Non-Polar
     For Coupling

( Bi / Non-polar  ) :

105ºC , 5000hrs
         Long Life

ST
105ºC , 4000~10000hrs
       Low Impedance
           & Long Life

    SQ
  105ºC , 2000hrs
      High Ripple

AK
125ºC , 2000~5000hrs
 High Temperature
 Long life

( Slim Types ) :

    SQ
  105ºC , 2000hrs
      High Ripple

TH
105ºC , 2000hrs
 General purpose

    SQ
  105ºC , 2000hrs
      High Ripple

TG
105ºC , 5000hrs
 High Ripple
Long life

    SQ
  105ºC , 2000hrs
      High Ripple

TP
105ºC , 10000hrs
 High Ripple
Long life

    LQ

new new new



1    Conductive Polymer Aluminum  Solid Electrolytic  Capacitors

4~16V 39~330 51VS VS SMD Long life and Ultra low ESR 105℃ 5000hours

25~50V 56~390 40

VB VB SMD Low Profile 105℃ 2000hours 2.5~16V 68~560 49

CS CS High Voltage & Long Life 105℃ 5000hours

CF

470 ~ 2700 34CR Ultra Low ESR & Higher Ripple Current 105℃ 2000hours 2.5 ~6.3VCR

105℃ 2000hours 6.3 ~32V

25

2.5 ~25V 10 ~ 1200 28

                                        ALUMINUM  ELECTROLYTIC  CAPACITORS

TEAPO

Super Low ESR & Large Capacitance CF 38

Capacitance
Range (uF) Page

Series

CG

LUXON

68~ 1800

Features      Endurance
(+R=With ripple)

Voltage
Range
(VDC)

105℃ 2000hours 6.3 ~16V 150 ~ 1800

33 ~ 2700CG Ultra Low ESR 2.5 ~25V105℃ 2000hours

30

CZ CZ Ultra Low ESR with Small size

CY CY Ultra Low ESR with sleeve

105℃ 2000hours 2.5 ~16V 10 ~ 2200

CP CP 8 mm height & Ultra Low ESR 105℃ 3000hours

32

CX CX Ultra Low ESR & Higher Ripple Current
with bright Aluminum case 105℃ 2000hours 2.5 ~28V 33~ 820 36

CH CH Ultra Low ESR & Long Life 105℃ 5000hours 2.5 ~16V 270 ~ 820 42

CT CT High Temperature 125℃ 1000hours 6.3 ~25V 33 ~ 1000 44

2.5-16V 22 ~ 1500 46VP VP SMD Strandard 105℃ 2000hours

NEW

NEW

NEW

NEW

NEW

NEW

Recommended
Applications

Conductive

P olym er
Chip  Type

M in iatu re

A lum inum

6.3~ 100V

M iniature

A lum inum

160~ 500V

Large Can

Type

      A utom otives CT HV AK,ST SP LQ

      Battery  Charge CF,CR,CG Whole Series Whole Series Whole Series --
      D is p lay  CG Whole Series Whole Series Whole Series Whole Series

D igital S till Cam era VP,CG -- -- -- --
      Hom e A ppliance CG Whole Series Whole Series Whole Series Whole Series

      Ligh ting CG,CF XV,HV SJ,SY,ST,AK SQ,SG,SP --
      M B CR,CG,CX Whole Series Whole Series Whole Series --
    N B VP -- -- -- --

    N etw orks  CG,CF XV,HV SJ,SY,ST SG,SP --
    P ow er  CG,CF,CR,CT Whole Series Whole Series Whole Series Whole Series

    TF T f ram e -- SV,DV SH,SC SH --
    G am ing  VP GV,SV SK,SH SK,SH LH,LG

    A udio(s tereo) -- -- Whole Series Whole Series Whole Series

    V ed io (D VD ) VP,CG -- S5,S7,SK,SH,SC,SY SK,SH --
    Toys  VP -- SK SK LH

NEW

NEW

NEW


